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Service Bulletin JAGUAR .1 

I 

MODEL 

SUBJECT 

CUSTOMER CONCERN 

ADVICE TO CUSTOMER 

DEALER ACTION 

REPAIR METHOD 

ISSUE NO: JD 19/93 

AUGUST 1993 

PAGE: 1 OF 3 

SRO: 86-91-59 

ALL 1991 AND 1992 MY XJ6 & XJS VEHICLES FITIED 
WITH 3.2 & 4.0 AJ6 ENGINES 

ANY 1989 AND 1990 MY XJ6 & XJS VEHICLES FITIED 
WITH 3.6AJ6 ENGINES HAVING SERVICE REPLACEMENT 
AIR FLOW METERS 

AIR FLOW METER CONNECTOR 

Intermittent loss of power, or stalling. 

These symptoms may be caused by a poor electrical con­
nection to the air flow meter. Rectification action involves 
the fitment of a revised connector between the meter unit 
and the harness to the engine management ECU. 

BACKGROUND 

Vehicles manufactured in 1989 and 1990 Model Years were 
fitted with air flow meters, which may be identified by a 
Brown-coloured connector, together with an earthing 
stud. 

Vehicles manufactured in 1991 and 1992 Model Years were 
fitted with air flow meters which may be identified by either 
a Black or a White-coloured connector; this pattern does 
not have an earthing stud. 

However, replacement air flow meters supplied for the 
1989 and 1990 MY vehicles were of the same pattern as 
those used for 1991 and 1992 manufacture, hence any ve­
hicle to which a replacement airflow meter has been fitted 
in service is effectively to 1991 I 2 MY condition, though 
variations in wire colours occur within the main wiring har­
ness, depending on Model Year. These variations are tabu­
lated later in this bulletin. 

Yes 

1. Open the bonnet. and fit a wing cover. 

2. Disconnect the battery. 

3. Disconnect the harness connector to the a1r flow 
meter. 

Jaguar Cars Limited 
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4. 

5. 

JA~ 

Remove the harness from under the airflow meter and 
cut the ratchet strap which retains the harness to the 
inlet manifold. 

Unwrap the tape from the harness, sufficient to allow 
new joints to be made between the wires from there­
placement connector and the wires in the harness, 
using heat-shrinkable in-line crimp connectors. 

Note 1: In carrying out the subsequent operations, the 
overall length of the harness to the outer end 
of the replacement connector must be no 
shorter than the existing length, but should 
not be extended by more than 25mm. (1 inch) 

Note 2: The replacement connector is slightly longer 
than the connector to be displaced. 

Note 3: The ends of the leads from the replacement 
connector are of staggered length, so that no 
bunching will occur at the crimp joints. 

6. Observing the above conditions, match the wire col­
ours and cut the wires in the existing harness to appro­
priate lengths. Discard the displaced connector. 

Note 4: On 1991 and 1992 MY vehicles, the wire col­
ours of the vehicle harness correspond to 
those of the revised connector. 

If fitting the revised connector to a 1989 or 
1990 MY vehicle, the table below indicates the 
wire colours of the vehicle harness which 
must be connected to the corresponding 
wires from the revised connector. 

7. Suitably strip back the insulation from the cut ends of 
the existing harness wires and the wires from the new 
connector. 

8. Use crimp connectors to join the corresponding wires 
to the existing harness. 

9. Using a hot air gun, shrink the outer tubing of the 
crimp connectors. 

10. Ensuring that the crimp connectors remain stag­
gered", re-wrap the exposed length of harness with 
insulation tape. 

11. Fit the connector to the air flow meter. 

12. Reposition the harness under the air flow meter and fit 
a ratchet strap to retain the harness to the inlet mani­
fold. 

13. Reconnect the battery and close the bonnet. 
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PARTS INFORMATION 

ADMINISTRATION 
INFORMATION 

CONNECTOR I LEAD ASSEMBLY: 

XJ6 - Part No. DBC 12191 

XJS - Part No. DAC 11325 

WARRANTY CODE: 
7CD 

REPAIR OPERATION CODE: 
SAO 86-91-59 0.35 hours 

JA~ 

The table below identifies the harness wire 
colours for 1989 and 1990 MY vehicles. 

REVISED CONNECTOR VEHICLE MAIN HARNESS 
WIRE COLOURS WIRE COLOURS 

Pin Number Colour XJ6 3.6L XJ6 4.0L XJS 3.6L 
1989 MY 1990 MY 1989 & 1990 MY 

1 BY BO BY BO 

2 BY 80 BY 80 

3 GK GK GK GK 

4 - - - -

5 WN WN WN WN 

6 GR GR GR GR 

Earth Strap N/C 8 B 8 
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